
DPSS Pump Laser
CW 532 nm 4 W

Trestles-20
Ti:sapphire Laser

800 nm
30 fs

70 MHz
4nJ

Reef-RT
Autocorrelator

ASP-750
Spectrometer

Synchronization
System

Stretcher
All Reflective

1,200 lines/mm
~300 ps

Faraday
Isolator

F

Wedge-M4-10
Ti:sapphire Multipass

Power-Amplifier
200 mJ | 10 Hz

Contrast Ratio: 1:10

Q-switched Nd:YAG
280 mJ | 10 Hz | 532 nm

Q-switched Nd:YAG
800 mJ | 10 Hz | 532 nm

Compressor
All Reflective

1,200 lines/mm
50 fs

UHV
High Vacuum Chamber
for Laser Evaporation

Reef-SS
Autocorrelator

Tresltes-SHG
SHG Unit

Cortes-E Femtosecond TW Laser

High Resolution
Spectrometer

Output Beam
50 fs | 100 mJ |10 Hz
Contrast Ratio: 1:10

Beam Diameter: 20 mm
Tuning Range: 790-810 nm

Wedge-MPA8-10+MP-10
Ti:sapphire Multipass

Amplifier + Pre-Power-Amplifier
30 mJ | 10 Hz

Contrast Ratio: 1:10
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