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2ωSHG
1 J | 1.5 ns | 531 nm

CW Yb:fiber Pump
10 W | 1064 nm

Mavericks
Cr:forsterite Seed Laser
2 nJ | 40 fs | 1250 nm

Synchronization
Electronics

Nd:YLF Q-switched Laser
10 mJ | 10 ns | 1053 nm

Pulse Shaper
1 mJ | 1.5 ns | 1053 nm

Two-stage Nd:YLF
Amplifier

2 J | 1.5 ns | 1053 nm

Nd:glass
Amplifier

130 J | 1.5 ns | 1053 nm

Stretcher System
1 nJ | 0.5 ns | 1250 nm

Compressor System
32 mJ | 70 fs | 911 nm | 2 Hz

Compressor System
9.5 J | 45 fs | 911 nm | 10  Hz

KD*P OPA I
0.8 mJ | 0.5 ns

911 nm

KD*P OPA II
70 mJ | 0.5 ns

911 nm

KD*P OPA III
14 J | 0.5 ns

911 nm
Ø10 mm

2ωSHG
65 J | 1.5 ns | 531 nm

-3

-3
Output Beam

9.5 mJ | 45 fs | 10  Hz
911 nm | Ø10 mm 

Phase

2nd

Output Beam
32 mJ | 70 fs | 2 Hz
911 nm | Ø5 mm 

Phase

1st

Cortes-O 200 TW Femtosecond Laser
KD*P CPOPA Based Amplifier System

200 TW

0.45 TW


