
 The Reef-SS single-shot autocorrelator is designed for monitoring the pulse duration of ultrafast oscillators and 
amplifiers, as well as for real-time amplifier systems tuning. The CCD camera registers the transverse section of the non-
collinear generation of the second harmonic of the input radiation (the SH is generated in a non-linear crystal). PC USB 
interface and Windows acquisition software provide for smooth and easy data transition and registration, while additional 
LabView-compatible drivers offer extended flexibility and on-line control in complex multi-stage experimental setups.
 The two basic models offer measurement in ranges of 20 to 200 fs (Reef-SS-20) and 200 to 2000 fs (Reef-SS-200) with 
various wavelength ranges possible. Please feel free to enquire about custom pulse durations and wavelength ranges.

• CCD detector
• Sensitivity <10 μJ
• LabView driver included

Diagnostics

Reef-SS single-shot autocorrelator

Reef-SS dimensions in mm

Product overview

Reef-SS Single-Shot Autocorrelator
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Reef-SS  technical specifications

Reef-SS software

Reef-SS-20 Reef-SS-200
Wavelength rangge, nm 700-1000, 1000-1700*
Pulse duration range, fsff 20-200 200 - 2000
Input pulse energgy, nJyy >1000 (1-10 Hz)

(>100 M>1.5 (>100 MHz)
Input rrepepetition rate, Hz 1-10 Hz in single t mode-shot m

>10 Hz in multiple ode-shot mode
Input poolarization, linear horizontal (vertical by request)
Processing USB controller
* - other wwaww velengthvv ranges arr vailaable upon vv requestrr

Del Mar Photonics, Inc.
4119 Twilight Ridge
San Diego, CA 92130
USA

Tel: (858) 876-3133
Fax: (858) 630-2376
e-mail: sales@dmphotonics.com
www.dmphotonics.com


